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  Comes in wall-mounted version
  With a 2.2 kW electrical heating unit
  Ceramic heating element 4 kW or extra 
connection for circulation on demand 

  1 wall-mounted console and support 
for models 80–125; 2 wall-mounted  
consoles for models 160–200

Type of storage tank OKC 80 OKC 125 OKC 160 OKC 200
Order number model 2,2 kW 1101208101 1103208101 1106208101 1107208101
Order number model 4 kW 1103208103 1106208103 1107208103
Order number model 2,2 kW with circulation 1106208104 1107208104
Order number model 4 kW with circulation 1106208110 1107208110
Capacity [l] 73 117 145 194
Max. weight of the empty water heater [kg] 40 55 62 79
Insulation thickness [mm] 42
Thermal conductivity of the insulation [W•m–1•K–1] 0,022
Power consumption of the el. heating unit [W] 2200
Heating time from 10 °C to 60 °C * [h] 1,9 3,1 3,8 5,1
Electrical connection 1/N/PE ~ 230V/50Hz
Recommended circuit breaker size [A] 16
Degree of protection IP44
Max. operating temp. / overpressure in tank [°C]/[bar] 80/6
Heat transfer surface of the exchanger * [m2] 0,41 0,68
Capacity of the exchanger * [l] 1,8 2,9
Max. operating temperature / overpressure in exchanger [°C]/[bar] 110/10
Power of the exchanger at the 310 l at 80 °C * [kW] 6 9
Heating time by the exchanger from 10 °C to 60 °C * [min] 50 55 67 86
Energy efficiency class C
Annual consumption [kWh•a–1] 1342 1409 2622 4403
Mixed water V40 [l] 138,70 231,10 242,83 331,26

Dimensions [mm] A B C D E F H I J K R
OKC 80 757 612 70 524 605 460 142 211 501 172 450
OKC 125 1067 612 70 524 755 610 302 211 651 172 450
OKC 160 1255 612 70 524 995 720 250 211 651 172 450
OKC 200 1300 672 70 584 804 600 490 252 692 172 450
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OKC COMBINED WATER HEATERS WALL-MOUNTED VERTICAL

SOCKET no. 1   ¾″ outer


