
38 39

OKC 100-160 NTR

O
KC

 1
00

–1
60

 N
TR

O
KC

 2
00

 N
TR

O
KC

 2
00

 N
TR

R

 �Two exchangers possible for models  
from 200 and up
 �Service water inlet and outlet through top lid 
for models 100–160

 �Models 100–160 have discharge  
outlet enclosed

SOCKET no. 1   ¾″ outer
SOCKET no. 2   1″ outer
SOCKET no. 3   ¾″ inner
SOCKET no. 4   ½″ inner

OKC NTR(R) HOT WATER STORAGE TANKS FLOOR-STANDING INDIRECT HEATING

Type of storage tank OKC 100 NTR OKC 125 NTR OKC 160 NTR OKC 200 NTR(R)

Order number 1108708101 1103708101 1106708101 1107708101 
(1107908101)

Capacity [l] 87 113 148 208 (200)
Max. weight of the empty water heater [kg] 53 66 73 88 (102)
Insulation thickness [mm] 42
Thermal conductivity of the insulation [W•m–1•K–1] 0,022
Electrical connection 1/N/PE ~ 230V/50Hz
Degree of protection IP42
Max. operating temp. / overpressure in tank [°C]/[bar] 80/6
Heat transfer surface of the exchanger* (top/bottom) [m2] 1,08 1,45 1,45 (1/1)
Capacity of the exchanger* (top/bottom) [l] 7,1 9,5 9,5 (7/7)
Max. operating temperature / overpressure in exchanger [°C]/[bar] 110/10
Power of the exchanger at the 720 l at 80 °C [kW] 24 32 32 (24/24)
Heating time by the exchanger from 10 °C to 60 °C * [min] 13 12 16 23 (13/25)
Energy efficiency class B C
Static loss [W] 42 54 75 82

Dimensions [mm] A B D E G H L M
OKC 100 NTR 902 565 524 893 535 145 195 635
OKC 125 NTR 1067 565 524 1058 635 145 195 765
OKC 160 NTR 1255 565 524 1246 897 145 195 765


