
Yutaki M

R32 REFRIGERANT R410A REFRIGERANT
Model YUTAKI M 4.3kW YUTAKI M 8kW YUTAKI M 11kW YUTAKI M 14kW YUTAKI M 16kW

Performance, heating

Min./rated/max. heating capacity (7°C outside. / 35°C water) kW 1.85 / 4.3 / 6.5 2.1 / 8 / 11 11 / 15.2 14 / 16.7 16.0 / 17.8

Rated/max. power heating (-7°C outside / 35°C water) kW 4.5 / 5.3 5.8 / 7.5 9.7 / 10.6 11.5 / 12 12 / 13

Rated/max. power heating (-7°C outside / 45°C water) kW / 5 / 6.67 10 / 10.3 11 / 11.6 11.5 / 12.5

Rated/max. power heating (-7°C outside / 55°C water) kW 4 / 4.2 5 / 5.5 8.7 / 9.8 9.7 / 11.2 10.5 / 12

Rated power input for heating (7°C outside / 35°C water) kW 1 1.94 2.2 2.97 3.5

COP (7°C outside / 35°C water) in accordance with EN14511 - 5.25 4.6 5 4.71 4.57

SCOP average climate 35°C / 55°C in accordance with EN14825 - 4.73 / 3.48 4.55 / 3.25 4.8 / 3.5 4.48 / 3.43 3.9 / 3.23

Seasonal heating energy efficiency ηs (35°C) Single/Three(1) % 181 177 187 / 186 175 / 174 153 / 152

Seasonal heating energy efficiency ηs (55°C) Single/Three(1) % 133 125 136 / 135 133 / 133 125 / 125

Energy rating 35°C / 55°C - A+++ / A+++ A+++ / A++ A++ / A++

Temperature range of water outlet (heating mode) °C 20 / 60°C 20 / 60°C
Max. temperature at the water outlet in thermodynamic-only 
mode °C 60°C up to -5°C outside 60°C up to -10°C outside

Performance in Cooling mode (optional)
Rated/max. power in cooling mode (35°C outside / 7°C water) 
(reversible) kW 4 / 5 6.5 / 7 7.2 / 11.8 9.5 / 12.6 10.5 / 13.7

Rated power input in cooling mode (35°C outside / 7°C water) kW 0.8 1.7 2.18 2.95 3.72

EER (reversible model) - 4 3.35 3.3 3.22 2.82

Seasonal reversible energy efficiency ηs (35°C) Single/Three(1) % 186 179 189 176 153

Seasonal reversible energy efficiency ηs (55°C) Single/Three(1) % 136 127 137 134 126

Monoblock RASM-2VRE RASM-3VRE RASM-4(V)NE RASM-5(V)NE RASM-6(V)NE

Backup electrical heater (optional) kW 6 (2 + 2 + 2) 6 (2 + 2 + 2) 6 (2 + 2 + 2)

Net weight kg 76 78 131 133 133

Dimensions (H x L x D) mm 704 x 1248 x 300 1380 x 1252 / 370

Sound pressure level at 1m / sound power dB(A) 46 / 61 54 / 67 - / 64 - / 65 - / 67

Air flow rate m3/h 2682 4800 4800 5400 6000

Operating ranges in Cooling / Heating / DHW mode °C +10~+46 // -20~+25 // -20~+35 +10~+46 // -25~+25 // -20~+35

Remote control - Not included Not included

Hydraulic features

Expansion vessel L 6 6

Water flow (min / rated / max) m3/h 0.5 / 0.77 / 1.9 0.6 / 1.29 / 2.1 1 / 1.89 / 2.8 1.1 / 2.41 / 3 1.2 / 2.75 / 3

Water heating connections (valves not supplied) inches 1” 1”1/4

Min. system water capacity L 28 38 46 55

Electrical features

Power supply - 230V / 1Ph / 50Hz 230V / 1Ph / 50Hz or 400V / 3Ph / 50Hz 

SINGLE 
PHASE  
230V

Fuse size A 16 16 32 32 32

Cable width (mm²) / max. length (m) (2) - 3 x 2.5 / 14 3 x 4 / 16 3 x 6 / 25

Fuse size with immersion / Yutaki M Option A 32 32 50 50 50

Cable width (mm²) / max. length (m) (2) - 3 x 6 / 28 3 x 10 / 28

THREE 
PHASE
400V

Fuse size - - - 16 16 20

Cable width (mm²) / max. length (m) (2) - - - 5 x 4 5 x 6

Fuse size with immersion / Yutaki M Option - - - 32 32 32

Cable width (mm²) / max. length (m) (2) - - - 5 x 6 5 x 10

Refrigerant Characteristics

Refrigerant load kg 1.2 1.3 2.8 3.1 3.1

Refrigerant - R32 R410A

Compressor SCROLL ROTARY SCROLL SCROLL SCROLL

(1) Non-regulated seasonal energy efficiency, Keymark-certified. (2) Data given for reference purposes only. Compliant with the applicable electrical standards. (V) = single. 
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Internal design
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Hydraulic diagrams 
Yutaki M

1 zone of radiators or underfloor heating 
with or without DHW

2 zones with radiator circuits and underfloor 
heating with or without DHW

Bivalent system with Boiler: 1 radiator circuit
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See the following page for accessories.
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